
6-Stage
Purification

Under the Counter 
Placement

Next-Gen 
UVC LED

Copper
Mineraliser
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Introducing

Smart Inside. Sleek Outside.

Under the Counter UV Water Purifier
U2Pro Series*

Call 1800 103 2468 / 1860 500 2468
or visit www.aosmithindia.com 

*Available in Inline and Storage I #Available only in U2Pro+
#Patent Applied. For Details visit www.aosmithindia.com

#



1-Year Comprehensive Warranty
Enjoy peace of mind with a 1-year comprehensive warranty on electrical and functional parts, including all �lters.
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SCAN IT
TO KNOW MORE

  https://www.facebook.com/aosmithin  |        https://x.com/AOSmithin  |        https://instagram.com/aosmithindia
Call 1800 103 2468 / 1860 500 2468 or visit www.aosmithindia.com

Manufactured by
A. O. Smith India Water Products Private Limited
Plot No. 300, Phase - II, KIADB Industrial Area, Harohalli, 
Kanakapura Taluk, Ramanagara District,
Karnataka – 562 112, India.
CIN: U31909KA2006PTC040282

#
TwinPure™ Technology
TwinPure™ Technology ensures double protection by purifying the water twice using
Next-Gen UVC LED technology. First, it puri�es water before it enters the storage tank, and second, 
right at the point of dispensing water from the tank.
TwinPure Protection ensures high-precision neutralization of harmful bacteria and viruses. 
Engineered for on-demand puri�cation, it’s a mercury-free, eco-conscious solution that blends 
performance and sustainability in one solution (Available in U2Pro+ only).

#Patent Applied  |  **Depending on Inlet Pressure

Models U2Pro (Inline) U2Pro+ (Storage)

Technology
 UV + Copper Mineraliser UV + Copper Mineraliser

 - TwinPure™ Technology

Dimension (H x D x W) in mm 324 x 230 x 236 324 x 230 x 236

Tank Dimension (H x Dia) in mm - 363 x 230

Storage Tank Capacity Inline 6 Liters

Pressure Rating in psi 5 to 30 5 to 30

Input Voltage in Watt 150-300 VAC, 50Hz 150-300 VAC, 50Hz

Power Rating in Watt (Max) 36 36

Water Flow Rate** Up to 2 liters per minute Up to 2 liters per minute

Suitable for TDS/Hardness Up to 250 ppm / Up to 250 ppm /
Level  Up to120 ppm Up to120 ppm

Specifications

BPA-Free
A. O. Smith Water puri�ers always deliver BPA (Bisphenol A) free safe drinking water, certi�ed from 3rd Party 
NABL accredited laboratory conforming to the EU/2020/2184 standard.

Good Health the Copper Way with 6-Stage Puri�cation

Elegantly styled and 
powered with Next-Gen 
UVC LED, the U2 Pro and 
Pro+ feature a 6-stage 
puri�cation process that 
ensures safe and healthy 
puri�ed drinking water, 
enriched with the 
goodness of copper. 
Designed to �t under the 
sink, it keeps your kitchen 
clutter-free and preserves 
its minimalist vibe.

Images are for illustration only and may not 
precisely represent the actual product.


